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 NavXpert Offshore    System  
Processor and Chipsets    

Processor Type  Pentium M 738 1,4 GHz Low Voltage 
 CPU front side bus speed  - Cache (L2)   400 MHz  - 2 MB L2 cache 

Intel Chipset  Intel i855GME 
   
System Memory                        Memory  512 MB SODIM DDR  
Graphic Controller    

Chipset  Integrated Intel 855GME - AGP 4X 
Memory  Up to 64 MB shared memory 

Integrated Drives    
CD ROM, IDE Disk, Compact Flash  Depending on MEDIAPACK version (see option) 

Integrated Interfac es   
Video 

Keyboard, Mouse 
Video Input 

USB 2.0 
IEEE 1394 
COM port 

Parallel port 
Digital I/O  

Analog Input 
Counters 

Audio 
Ethernet 

 Analog CRT and DVD-D outputs 
Keyboard and Mouse interface 
Frame Grabber BT878 2xVideo-IN (1xCVBS and 1x S-Video Input)  
2 x USB on rear + 2 x USB on front (for USB stick)  
1 rear + 1 front (TSB82AA2)  
2 x RS232 COM Ports 
1 x parallel Port EPPC/ECP compatible 
8 Digital In opto (0 -30 VDC), 8 Digital Out (2A/48 VDC relays) 
8 Analog Inputs 0-10 V (12 bits)  
3 counter In puts (opto-isolated) 
AC97 6 channels - Stereo I/O, Micro Input  
LAN Ethernet 10/100 Base-T 

Port Replicator    
Rear Port Replicator R02  IP54 Std connectors 
Rear Port Replicator R03  IP54 Std connectors 
Rear Port Replicator R04  IP65 D38999 connectors 

Power    
DC input  10 ï 30 VDC / 25 Watts typical 

Power Off Consumption  < 0,1 mA at 12 VDC 
Operating Systems    

Operating System  MS Windows XP, Linux, Others (consult factory) 
System Dimensions    

Approx. Weight  3,4 kg (3,9 Kg with replicator)  
Approx. Dimensions  66 mm height, 300 mm  depth  

160 mm  width  

 
 
 
 
 
 
 
 
 
 
 
 

Environmental Specific ations  

Temperature        Operating  0 °C to +45 °C (with MEDIAPCK 01) 
-40 °C to +70 °C (with MEDIAPACK 03) 

Non-Operating  - 40° to +70°C  
Humidity   5 % to 95 % RH (non -condensing) 
Altitude                Operating  15.000 ft (4571,8 m)  
Enclosure Class   IP 54 (front cover closed, Replicator mounted)  
Vibration              Operating  10 - 50 Hz 0.075mm, 55 ï 500 Hz 1.0g 

Non-Operating  10 ï 50 Hz 0.15mm, 55 ï 500 Hz 2.0g 

Shock                   Operating  15 G, 11ms ½ sine 

Non-Operating  50 G, 11ms ½ sine 

Drop   3ft height drop to concrete  

Strong design and reliability.  
Our Rugged Portables products extends the range of Beltronic product 
into the Harsh Industrial and Military Markets, sacrificing nothing of the 

ergonometric design in our work but meeting the rugged demands head 
on. Resistance to humidity, dust, shock and vibration is achieved by the 
complex and unique engineering of the electronic as well as an enclosure 
(case).  
Built on the principles of a ship's porthole, the success of the Beltronic 
Systems rests on the fundamentals of strong design and reliability. 
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Options Available   
Port Replicators    

Rear Side Port Replicator  R02, R03, or R04 port replicators in option 
(see next page) 

RAM and Dis k Upgrades    

Memory  Up to 1 GB of DDR RAM  

USB Micro Cruzer   Micro USB Cruzer up to 2 GB of capacity 

MEDIAPACK 01  Carrier with 40 Gb Hard Disk and DC-RW/DVD 
combo drive 

MEDIAPACK 02  Carrier with 3 x CompactFlash sockets (with no 
CompactFlash media) 

MEDIAPACK 03  Carrier with 1 x Automotive 20 Gb Hard Disk and 1 
x CompactFlash socket (with no CompactFlash 
media) 

MEDIAPACK 04  Carrier with 2 x 80 Gb Hard Disks (total 160 Gb) 

Integrated Options    

GPS Module   GPS Receiver option with Antenna 

GSM/GPRS Module   GSM 900/1800/1900 and GPRS options with 
Antenna 

Integrated Wireless LAN   802.11 b/g Wireless LAN (uses MiniPCI) 

CAN Module  2 channels Vector CANTech module 

COM ports   2 additional RS232 COM ports  

Battery    

Internal Battery   ACPI Integrated NiMH battery with 16 Wh charger  

Heating System    

Heating System  Heating System for Hard Disk (-20°C starting) 

Power Supply    

External AC Adapter  100~240 VAC, 50~60 Hz 

External DC/DC Adapter  10 V ï 32 V DC external car adapter/charger  

Extern al Drives    

Floppy  USB Floppy Drive, bootable 

CD / DVD / CD-RW  USB DVD / CD-RW combo or DVD-RW Drive, 
bootable 

Displays    

Mobile Wired Display 
 

 8,4ò to 15ò XGA mobile wired display with VGA or 
DVDI-D video input 

External Keyboards    

External Keyboard 
 

 Mini keyboard with integrated trackball or 
Backlighted Keyboard with integrated Pointer 
(various language layouts) 

 
Replicator / Interface  Replicator 2 / Standard 2  Replicator 3 / Entry -Level  Replicator 4 / Mil -Level  
Protection IP54 IP54 IP65 

PS-2 MSKB PS2+44 pinHDSub PS2 MIL 

USB USB+44pinHDSub USB MIL 

FireWire 77pinHDSub - MIL 

COM1 9pinDSub 9pinDSUB MIL 

COM2 44pinHDSub 26pinHDSub MIL 

COM3 44pinHDSub 9pinDSUB MIL 

COM4 44pinHDSub 9pinDSUB MIL 

LPT 78pinHDSub 25pinDSUB MIL 

CAN 44pinHDSub 9pinDSUB MIL 

LAN RJ45 RJ45 MIL 

CRT-VGA 15pinHDSub 15pinDSUB MIL 

LVDS+DVI 44pinHDSub 26pinDSUB MIL 

Sound 44pinHDSub 3.5mm Audioconnector MIL 

Second CRT-VGA 44pinHDSub - MIL 

Digital Out 78pinHDSub - MIL 

Digital In  78pinHDSub - MIL 

Analog-In 78pinHDSub - MIL 

Power 44pinHDSub + 3pin connector 3pin connector MIL 

Application All PC interfaces on standard connectors All PC interfaces on standard connectors ; no 

special function available 

Military 

 
Pictures are not contractual ï Indications regarding availability, prices and technical data are correct at time of publication and are subject to change without notice at 

any time. This document can not be modified or reproduced without written agreement of Ocean Data System . 
 Please consult our web site at www.oceandatasystem.com for additional information about our products . 

 
 

Ports Replicators  
 

 
Port Replicator 2 

 
Port Replicator 3 

 

  
Port Replicator 4 

 

 Ocean Data System 
3 Ter Rue Roger Salengro 
56100 Lorient ð France 

Tel : +33 2 97 87 92 65 - Fax : +33 2 97 87 92 66 
  

 

 
info@oceandatasystem.com 

Internet : www.oceandatasystem.com 
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